Boat description
Buoyancy of the boat consists in use integral, watertight, hollow frame 1. Armchair 3 and shelter 4 are established on the frame. The control panel 2 is executed in the form of the steering column mounted behind a back of an armchair. The drive of moving is placed inside of the frame executed in the form of the jet engine 5. Boat have collector 6 and exhaust pipes 7.

The armchair is executed compound of a back 8 and seats 9 and can be transformed by moving seat and back, fixing to two positions lying and sedentary by means of mechanical latches (in drawings are not shown). The armchair back and seat have a covering with soft material.

External side of the frame is executed with an elastic covering 11 for prevention of traumas and bruises at collisions on water. Boat can be supplied by a manual drive in the form of the oars 12 mounted in rowlocks 13, executed on the lateral sides of the frame.

Boat can be supplied by watertight boxes for clothes 15 and the drinks 16, mounted in the lateral sides of the frame. The shelter 4 can be executed in the form of umbrella.

In a sedentary position of the person boat can move with oars. Boat can move with jet engine 5 operated from the lying position on a stomach. For this purpose control panel 2 in the form of a steering column is mounted behind a back of 8 armchairs. The armchair can be transformed as follows: the seat 9 moves to a boat stern and the back 8 transforms to the horizontal position.

Signal to the engine 5 and covers 17 and 18 mounted on the exit from a collector transfers through a steering drive 14. The fastening place of covers 21 is shown in drawing Fig.4. A steering drive is executed as covers, established on the exit from collector and connected by cables with control panel. The engine also is connected by a cable to the control panel.  Thus, one cable serves for a speed control of the engine and two for covers operating. 

Boat movement is carried out with the aid of jet streams of the water arriving through water in taking aperture 10 and leaving collector 6 by two exhaust pipes 7. Steering drive operates boat’s turn with covers. Both covers are opened in the direct movement. To turn to the left cable 19 operates left cover 17 stretches and closes cover. To turn to the right cable 20 operates right cover 18 stretches and closes cover. After the turn each cover comes back in open position.

A description of drawings:
Fig.1
Boat side view in a cut
Fig.2 
Boat top view, seat is assembled
Fig.3
Boat top view, seat is spread out
Fig.4
Covers functional diagram, top sectional view

Fig.5
My restyling
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Fig.4
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Fig.5

22 – Window.

